
IMO Stocked Coast to Coast
Available at all BayWa r.e. locations

r.e.think energy

Key Features: 
■ 3 Pole Versions 
■ Red/Yellow Handles 
■ Up to 3 Padlock Positions 
■ Enclosed IP66 – NEMA 4X
■ Side Mounted Auxiliary Contacts 
■ cUL Approved 
■ Use as AC isolation and/or as a RSD  
   initiation switch

Technical Specifications

Data according to IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1 

Rating @ 400V

32  –  32 amps AC21
63  –  63 Amps AC21
80  –  80 Amps AC21

Inverter compatibility:
■ IMO-1011
   Inverter size of 3.0kW – 6.0kW

■ IMO-1017
   Inverter size of 7.0kW – 11.4kW

■ IMO-1019
   Inverter size of 11.4kW – 15.0kW

Type IMO-1011 IMO-1017 IMO-1019

Cable cross sections 

Max. Ambient Temperature 

UL & cUL Rated Voltage 600 600 600

32 63 80

200 330 380

200 100 100

0.5 - 10 1 - 25 1 - 25

20 - 8 (10) 16 - 4 (10) 16 - 3 (10)

1.7 - 2.3 2.5 - 4 2.8 - 4

Solid or Stranded

Tightening torque

V

A

A

x103

mm2

AWG

Nm

Open

Enclosed

Operation

Rated operational current Ie AC21AA

Breaking Capacity 3x220-240V

Mechanical life

-40°C to (90°C)

-40°C to +40°C
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Dimensions (mm): 

Where are AC disconnects used?

Solar AC 3 pole Isolator/RSD Initiation Switch PE69.

Type PE69
IMO-1011 (32A)

IMO-1017 (63A)
IMO-1019 (80A)

Pole
3

3

A
180

200

B
98

140

C
170

188.5

D2
-

-

E
75

100

F
150

160

H
76

86

D1
2 x 25.5/20.5 / 16.5/12.5

40.5/32.5 + 16.5 + 12.5
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